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Masterweld 402 Details
Processes: MMA - TIG DC - ARC AIR
CE Directives: 2002/95/CE, 2004/108/CE,
2006/95/CE
CE Standards: EN 60974-1, EN 60974-10

Power inverter Inside
• Higher efficiency
• Lower energy demand

MMA cellulosic
• High dynamic
• High fusion and penetration control

3 x 400V voltage protected ± 15% / 50-60 Hz
32A

MMA TIG
- - 100% - - 100%
- - 400A - - 400A

5A - 400A 5A - 400A
9-81V

18.4kVA - 16,8kW
23S

690 x 290 x 510mm
50.7Kg

Accessories
Masterweld 402/502

Trolley E

Trolley 02

Electrode Holder 70mm2 L=4m

Earth Cable 70mm2 L=4m

Torch TIG 26V L=4m

Remote control RC01 L=5m

Remote control RC01 L=10m

Remote control RC01 L=20m

Suggested composition:
Masterweld 402/502

Trolley E

Electrode Holder 70mm2 L=4m

Earth Cable 70mm2 L=4m
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Masterweld 502 Details

3 x 400Vvoltage protected ± 15% / 50-60 Hz
32A

MMA TIG
50% 60% 100% 50% 60% 100%
500A 450A 400A 500A 460A 400A

5A - 500A 5A - 500A
9-81V

25.5kVA - 23.4kW
23S

690 x 290 x 510mm
50.7Kg

Processes: MMA - TIG DC - ARC AIR
CE Directives: 2002/95/CE, 2004/108/CE,
2006/95/CE
CE Standards: EN 60974-1, EN 60974-10

Power inverter Inside
• Higher efficiency
• Lower energy demand

MMA cellulosic
• High dynamic
• High fusion and penetration control

Your local distributor
TM


