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CERTIFIED COMPANY: MBPCRr WINet gy woe e | CSEIERT
N W mmmonn | SO
o AWS A5.1: E7016
CLASSIFICATION: EN 1SO 2560-A-E 38 2B 12 H10
DESCRIPTION:

Double coating basic type electrode, owing a stable arc, is ideal for positional welding and root pass. Suitable for
carbon steels and some low alloy steels.

SUITABLE FOR:

St 33 to St 52.3 St35.8t0 17 Mn4 StE 255 to StE 355 GS-38 to GS-52
HLHIL 17Mn4 StE 210.7 to StE 360.7 WSLE 255 to WSHE 355
St37.4t0S8t524 StE210.7 TM to StE 360.7 TM |A,B, D, E
TYPICAL CHARACTERISTICS OF ALL-WELD METAL:
Chemical Analysis (%):
C Si Mn P S
0,08 0,50 1,10 < 0,02 < 0,02
Mechanical Properties:
Yield Strength sTti:Eigl:h Elongation CHARPY V (J)
(N/mm?) (N/mm?) 5d (%) +20°C -30°C
>450 >550 >25 >100 >40
PRODUCT INFORMATION:
WELDING PARAMETERS VACUUM PACKING
i | g | R [ G s
(A) (Pole +) (Un) (kg)
2,0 350 55-65 AC/DC 180 2.3
2.5 350 60-90 AC/DC 95 1.9
32 350 95-150 AC/DC 55 1,8
32 450 95-150 AC/DC 55 23
4,0 350 140 -190 AC/DC 35 1,8
4.0 450 140-190 AC/DC 35 23
5.0 450 180250 AC/DC 30 30
6.0 450 260-330 AC/DC 20 33
C E WELDING POSITIONS:

b YN En

EN 13479 + 1580 2560-A-E 38 2B
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